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JBS72 System Disassembly Description

JJJoooyyybbbooooookkk   SSS777222   DDDiiisssaaasssssseeemmmbbblllyyy   IIInnnssstttrrruuuccctttiiiooonnn   

1. Description 
Joybook S72 Disassembly can be divided into two main parts. To be more efficient, 
it is better to get to know more about disassembly process. 

 

You need the following tools: 
- Wiha PicoFinish Slotted Screwdriver (Professional Suggestion) 

 
 
 
 

 
 

 
- Crisscross screwdriver, 0×50mm (十字螺絲起子，0×50mm) 
- Crisscross screwdriver, 1×60mm (十字螺絲起子，1×60mm) 
- Flat screwdriver(一字螺絲起子) 

- Snipe nose pliers 
- Tweezers 
- Soft Cushion 
- Screws classification box 
- Golden type (金色膠帶) 
- Screw Torque Document 
 
 
 
 

 

★Note： 

1. Please turn off Joybook and remove battery before 

disassemble. 

2. The screw for different components may very with 

size. 

During disassemble process, collect the screws 

together with correspondent parts for avoid mismatch 

when assemble.       

3. Put a soft pad between repair desk and Joybook to 

prevent scratch during repair. 

NOTICE: 
S72 disassembly procedure is the same as 7000. 
But most of spare parts are not the same as 7000. 
Please check FRU list file for whether if spare part is common with 7000 
or not. 
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JBS72 System Disassembly Description

1.1  FRU Different from 7000  
S72/A82 56.26K39.001 remote control S72/A82 

S72 CS.54K48.001 Motherboard S72 

S72 CS.56K48.006 DVD Dual HLDS GCA-4080N 

S72 23.20116.021 Battery E-ONE FFSPK-01045 (I304RJ) S72 

S72 54.K1209.041 Wireless LAN Board A+B+G Intel WM3B2915ABGRW (Taiwan) 

S72 54.K1209.021 Wireless LAN Board A+B+G Intel WM3B2915ABG EU (Europe) 

S72 CS.54K48.004 Audio I/O Board S72 

S72 CS.54K48.003 Audio Transfer Board with mylar (Place:Above Audio I/O Board) S72

S72 CS.54K48.007 VGA I/O Board S72 

S72 CS.54K48.002 DC-In Board+Cable S72 

S72 CS.54K48.005 Hotkey Board S72 

S72 CS.54K48.006 Touchpad Button Board S72 

S72 CS.41K12.001 ODD Bezel DVD Dual G-Base no need screw 

S72 40.K1206.TA1 Mylar Palmrest L TC S72 

S72 40.K1206.CA1 Mylar Palmrest L SC S72 

S72 40.K1206.EA1 Mylar Palmrest L EN S72 

S72 40.K3904.001 ATI Radeontm X600 label 

S72 40.K1213.0A1 LABEL AGENCY B+G JBS72  

S72 40.K1214.0A1 LABEL AGENCY A+B+G JBS72  

S72 45.K1207.0A1 LABEL MII CHINA JBS72  

S72 45.K1208.0A1 LABEL SIRIM MALAYSIA JBS72  

S72 45.K1203.0A1 Carton Product Picture Label S72 

S72 45.K1212.0A1 Content label S72 

S72 65.K1220.AA1 USER MANUAL KITS AR DH7000 

S72 65.K1220.CA1 USER MANUAL KITS SC DH7000 

S72 65.K1220.EA1 USER MANUAL KITS EN DH7000 

S72 65.K1220.GA1 USER MANUAL KITS GR DH7000   

S72 65.K1220.KA1 USER MANUAL KITS HK DH7000 

S72 65.K1220.MA1 USER MANUAL KITS TH DH7000 

S72 65.K1220.NA1 USER MANUAL KITS TR DH7000 

S72 65.K1220.SA1 USER MANUAL KITS SP DH7000   

S72 65.K1220.TA1 USER MANUAL KITS TC DH7000   

S72 65.K1220.UA1 USER MANUAL KITS UK DH7000   

S72 65.K1220.YA1 USER MANUAL KITS IT DH7000   

S72 65.K1220.RA1 USER MANUAL KITS Russia DH7000 
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JBS72 System Disassembly Description

S72 65.K1217.TA1 OS KIT TC XPH DH7000 

S72 65.K1217.CA1 OS KIT PRC / SC XPH DH7000 

S72 65.K1217.KA1 OS KIT HK TC XPH DH7000 

S72 65.K1217.EA1 OS KIT TH/AU/NZ/SG/MY/UK/Pan Europe XPH DH7000 

S72 65.K1217.GA1 OS KIT GE XPH DH7000 

S72 65.K1217.YA1 OS KIT ITALIAN XPH DH7000 

S72 65.K1217.SA1 OS KIT SPANISH / US-SPAIN XPH DH7000 

S72 65.K1217.RA1 OS KIT Russia XPH DH7000 

S72 65.K1217.NA1 OS KIT Turkish XPH DH7000 

S72 65.K1217.AA1 OS KIT Mid-East / Arabic XPH DH7000 

S72 65.K1218.TA1 OS KIT TC XPP DH7000 

S72 65.K1218.KA1 OS KIT HK / TC XPP DH7000 

S72 65.K1218.EA1 OS KIT TH/AU/NZ/SG/MY/UK/Pan Europe XPP DH7000 

S72 65.K1218.GA1 OS KIT Germany / German XPP DH7000 

S72 65.K1218.YA1 OS KIT Italy / Italian XPP DH7000 

S72 65.K1218.SA1 OS KIT Spain / Spanish XPP DH7000 
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JBS72 System Disassembly Description

2. Disassembly Steps 
 
1.0 BATERRRY/Remote Control 
1.1 RAM Module 
1.2 HDD 
1.3 ODD 
1.4 Keyboard  
1.5 WLAN Card 
1.6 Speaker 
 
1.7 Top Case 

A. TouchPad:(Mylar/ FFC/ button bracket/button board) 
B. HotKey Board 
 

1.8 LCD Module 
A. LCD Bezel 
B. Inerter 
C. Hinge Cover 
D. LCD Cover 
E. LCD Bracket 
F. Panel Unit 
 

1.9 Thermal Module 
 
2.0 CPU 
 
2.1 Modem Module/RJ11 Cable/DC-In Board 
 
2.2 Audio Transfer Board/ Speaker cable/Audio I/O 

Board 
 
2.3 Mother Board/ VGA I/O Board 



 

Form No：JBS72-C5-501                - 5 -             Confidential  □ High  ■ Medium □ Low           
 
 

JBS72 System Disassembly Description

1.0  BATTERY /Remote Control 

1) Reverse Joybook . 

2）Move battery locker and battery can be lift .  

     

       

   
 3) Remote Control  

Push the PC Card Ejection Button from the left side of machine. 

You can Get remote Control.  
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JBS72 System Disassembly Description

1.1 RAM MODULE 

1) Remove 2 screws and RAM door can be removed.  

2) Release the RAM catch on both side. RAM module can be removed.  

        
 

 

1.2  HDD  ( Hard Disk Drive ) 

1) Remove 2 screws and HDD door can be removed .  

2) Pull the HDD carefully with black tape. 
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JBS72 System Disassembly Description

1.3  ODD  ( Optical Disk Drive ) 

    

 

    

 

 

1.4  KeyBoard 

1) Remove Ram Door first. 

2) Remove 3 screws as indicated.  
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JBS72 System Disassembly Description

     

     
 

2) Turn over the Joybook and release the latch of keyboard as shown.   

3) Disconnect the keyboard cable then keyboard can be removed.  

 

     
 

 

1.5 Wireless LAN Board 

1) Remove Keyboard first as above steps. 

2) Remove the wireless antenna connector on board as shown 
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JBS72 System Disassembly Description

      
[The main wire color: Gray ] 

 
 

 

1.6 Speaker 

1) Remove Battery first. 
2) Release 3 screws on battery space as shown. 
 

      
 

2) Release the cable on speaker then separate the speaker module. 



 

Form No：JBS72-C5-501                - 10 -             Confidential  □ High  ■ Medium □ Low           
 
 

JBS72 System Disassembly Description

     
 

 

1.7 Top Case 

1) Release 12 screws on the bottom case. 
2) Release 4 screws on the bottom of battery. 
3) Remove ODD first then release 3 small screws.   

       
 

 
4) Remove the Touchpad FFC and Hot key board Cable as indicated. 
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JBS72 System Disassembly Description

     

       
 

 

A. TouchPad (Mylar/ FFC/ button bracket/button board) 

1) Tear down the mylar on touchpad. 
2) Release 2 screws on the touch pad button bracket. 
3) Release 2 FFC as indicated. 
4)  

       
 

3) Separate touch pad button board and bracket.  
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JBS72 System Disassembly Description

       
 

B. Hotkey Board 

1) Release 3 screws on hotkey board. 

2) Release cable as indicated, then separate hotkey board. 

       

 

1.8 LCD Module 

1) After Step 1.7 (Remove Top Case first). 

2) Remove 2 switch covers carefully. 
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JBS72 System Disassembly Description

A. LCD Bezel 

1) Release 2 screw rubbers and screws on LCD Bezel. 

     

 

2) Remove LCD Bezel.(Direction: Inside to outside) 

     

 

B. Inverter 

1) Remove inverter cable. 
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JBS72 System Disassembly Description

     

 

 

C. Hinge Cover 

1) Release 2 screws on hinge cover(L/R). 
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JBS72 System Disassembly Description

 

1) Remove 2 screws then detach Audio I/O board as shown. 

      
 

2.3 Motherboard/ VGA I/O board 

1) Remove PCMCIA Dummy card. 

2) Remove 2 screw in VGA connector board. 

           
 

2) Remove 1 screw on PCMCIA Bracket and 1 screw on MB. 

3) Carefully detach Motherboard. 
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JBS72 System Disassembly Description

 

 

4) Remove 2 screws as indicated then carefully separate VGA I/O board 

and Motherboard. 

   

 


