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Ch1. Service information

Chapter 1. Service information

1-1. Important service information

B Strategy for replacing parts (FRU-Field Replaceable Units)

Before replacing parts
Make sure that latest BIOS and drivers are installed before replacing any parts (FRUSs) listed in this

Use the following strategy to prevent unnecessary expense for replacing and servicing parts

1. If you are instructed to replacing a part but the replacement does not correct the problem, reinstall the
original part before you continue.

2. Some computers have both a processor board and system board. If you are instructed to replace either
the processor board or the system board, and replacing one of them does not correct the problem,
reinstall that board, and then replace the other one.

3. If an adapter or device consists of more than one part, any of the parts (FRUs) may be the cause of the
error. Before replacing the adapter or device, remove the parts (FRUs), one by one, to see if the

symptoms change. Replace only the part that changed the symptoms.

Caution
The BIOS configuration on the computer you are servicing may have been customized.
{ j ) Running Automatic Configuration my alter the settings. Note the current configuration settings;

then, when service has been completed, verify that those settings remain in effect.

B Strategy for replacing a hard-disk drive

You have to get a User’s approval before formatting or replacing a hard-disk drive. You must let the User

know that the user is responsible for the loss data

Caution
The drive startup sequence in the computer you are servicing may have been changed. Be
& extremely careful during write operations such as copying, saving, or formatting. If you select an

incorrect drive, data or programs can be overwritten.
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1-2. Safety notices

/N

Warning

Before the computer is powered-on after part (FRU) replacement, make sure all screws, springs,
and other small parts are in place and are not left loose inside the computer. Verify this by
shaking the computer and listening for rattling sounds. Metallic parts or metal flakes can cause

electrical shorts.

Warning

some standby batteries contain a small amount of nickel and cadmium. Do not disassemble

a standby battery, recharge it, throw it into fire or water, or short-circuit it. Dispose of the battery
as required by local ordinances or regulations. Use only the battery in the appropriate parts

listing. Use of an incorrect battery can result in ignition or explosion of the battery

>

Warning

The battery pack contains small amounts of nickel. Do not disassemble it, throw it into fire or
water, or short-circuit it. Dispose of the battery pack as required by local ordinances or
regulations. Use only the battery in the appropriate parts listing when replacing the battery pack.

Use of an incorrect battery can result in ignition or explosion of the battery.

Warning
If the LCD breaks and the fluid from inside the LCD gets into your eyes or on your hands,
immediately was the affected areas with water for at least 15 minutes. Seek medical care if any

symptoms from the fluid are present after washing.

Warning

To avoid shock, do not remove the plastic cover that protects the lower part of the inverter card.

Warning
Though the main batteries have low voltage, a shorted or grounded battery can produce enough

current to burn personnel or combustible materials.

>\ 2P| P

Warning
Before removing any part (FRU), turn off the computer, unplug all power cords from electrical

outlets, remove the battery pack, and then disconnect any interconnecting cables.
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1-3. Safety information

B General safety

Follow these rules to ensure general safety

- Observe good housekeeping in the area of the machines during and after maintenance.

- When lifting any heavy object
1. Ensure you can stand safely without slipping.
2. Distribute the weight of the object equally between your feet.
3. Use a slow lifting force. Never move suddenly or twist when you attempt to lift.
4. Lift by standing or by pushing up with your leg muscles

(This action removes the strain from the muscles in your back.)

- Do not attempt to lift any object weights more then 16kg(35Ib) or object that you think are too heavy for you.

- Do not perform any action that causes hazards to the customer, or that makes the equipment unsafe.

- Before you start the machine, ensure that other service representatives and the customer’s personnel are
not in a hazardous position.

- Place removed covers and other parts in a safe place, away from all personnel, while you are servicing the
machine.

- Keep your tool box away from walk areas so that other people will not trip over it.

- Do not wear loose clothing that can be trapped in the moving parts of a machine. Make sure that your
sleeves are fastened or rolled up above your elbows. If your hair is long, fasten it.

- Insert the ends of your necktie or scarf inside clothing or fasten it with a nonconductive clip, approximately
8 centimeters(3 inches) from the end.

- Do not wear jewelry, chains, metal-frame eyeglasses, or metal fasteners for you clothing.

- Wear safety glasses when you are hammering, drilling, soldering, cutting wire, attaching springs, using
solvents, or working in any other conditions that might be hazardous to your eyes.

- After service, reinstall all safety shields, guards, labels, and ground wires. Replace any safety device that
is worn or defective.

- Reinstall all covers correctly before returning the machine to the customer.

& Caution
Metal objects are good electrical conductors.
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B Status indicators — S1

The system status indicators show the status of the computer

0—0—0"0N6-0—0

1. AC adapter indicator

2. Power indicator

- Power indicator lights up when the power cord is connected to the computer.

- OFF : Power is off, or it is entered system hibernation mode

- Orange : Notebook PC is turned on

- Blinking: Stand by mode

3. Battery status indicator: Charging the battery

- Battery status indicator indicates the computer is connected to an AC adaptor and is being charged.
Indicator is off when the battery is fully charged OR the computer is not connected to an AC Adapter.

- When the battery is being charged (with AC adapter connected to the computer): On

- When the battery is fully charged: OFF

- When the computer is not connected to an AC Adapter: OFF

- When the battery power is under 10% of its maximum capacity: Blinking

- The battery is defective: Blinking

% The Battery indicator blinks as you have set the alarm action from the Battery miser 2005.

4. Hard disk drive indicator

- Indicator lights up when the Notebook PC access to the hard disk drive.

% Do not turn off the computer when the drive indicator lights up. It may cause data loss to the computer.
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5. Num Lock Indicator

- You can press the [Num LK] key to enable the embedded numeric keypad. Press the [Num Lk] keys again to
enable the Home/End/PaUp/PgDn/direction key of keypad.

6. Caps Lock Indicator

- Caps Lock indicator lights up when Caps Lock key is pressed. When this indicator lights up, you can type
capital letters without pressing the Shift key.

7. Wireless LAN/Bluetooth indicator

% Wireless LAN/Bluetooth Indicator may differently lights up depending on the model.

%% Bluetooth equipment is optional in sales.

- OFF : Wireless LAN/Bluetooth is not in use.

- Blinking: Wireless LAN/Bluetooth is connected.

- Blinking(2 to 3 seconds): Wireless LAN/Bluetooth is not connected while Wireless Radio is on.

- Blinking(3 to 4 seconds): Searching for the Access point to connect Wireless LAN/Bluetooth.

- ON : Connected or finding a connection to the access point.
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B Status indicators — P1

The system status indicators show the status of the computer

0—0—0-0
] 1/d B
o (] ( ] ®

1. AC adapter indicator

2. Power indicator

- Power indicator lights up when the power cord is connected to the computer.

- OFF : Power is off, or it is entered system hibernation mode

- Green : Notebook PC is turned on

- Blinking: Stand by mode

3. Battery status indicator: Charging the battery

- Battery status indicator indicates the computer is connected to an AC adaptor and is being charged. Indicator is off
when the battery is fully charged OR the computer is not connected to an AC Adapter.

- When the battery is being charged (with AC adapter connected to the computer): ON

- When the battery is fully charged: OFF

- When the computer is not connected to an AC Adapter: OFF

- When the battery power is under 10% of its maximum capacity: Blinking

- The battery is defective Blinking

% The Battery indicator blinks as you have set the alarm action from the Battery miser 2005.

4. Hard disk drive indicator

- Indicator lights up when the Notebook PC access to the hard disk drive.

% Do not turn off the computer when the drive indicator lights up. It may cause data loss to the computer.

5. Num Lock Indicator

- You can press the combination of [Fn] and [ScrLk] keys to enable the embedded numeric keypad. Press the
combination of [Fn] and [ScrLk] keys again to disable the embedded numeric keypad.

6. Caps Lock Indicator

- Caps Lock indicator lights up when Caps Lock key is pressed. When this indicator lights up, you can type capital

letters without pressing the Shift key.
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7. Wireless LAN Indicator

% Wireless LAN Indicator may differently lights up depending on the model.

- OFF : Wireless LAN is not in use.

- Blinking: Wireless LAN is connected.

- Blinking(2 to 3 seconds): Wireless LAN is not connected while Wireless Radio is on.
- Blinking(3 to 4 seconds): Searching for the Access point to connect Wireless LAN.

- ON : Connected to Access point.
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B BIOS Flash

You can update BIOS using a floppy disk drive.
Because this system is not equipped with any floppy disk drive, you have to use an external USB drive for
a BIOS update. In order to boot up with an USB drive, please set Removable Device as the first boot up

drive in the boot menu of BIOS setup.

- How to update flash ROM in DOS

1. Create ‘boot up’ flash update diskette.

2. Copy a ROM image file (*.wph) into the root of the flash update diskette.
3. Copy phlash16.exe to the flash update diskette.

4. Insert the diskette into the FDD of your computer.

5. Boot your computer with the diskette, and type ‘phlash16*.wph /mode=n’.

6. Cold boot and follow the instruction displayed on the screen.

- Flash options /mode=n

0 — Default mode. Keep the current DMI information and update BIOS image only.

1 — Update DMI information only.

If new DMI information is not specified, the current DMI information is left unchanged.

2 — Update BIOS and DMI information.

If new DMI information is not specified, the current DMI information is left unchanged.

3 — Update BIOS and DMI information.

DMI information is updated to the DMI string and options specified in the new BIOS image.

Note

DMI is Desktop Management Interface
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B How to update flash ROM in Windows

1. Quit all running programs.
2. Start WINPHLASH.EXE.

{#: Phoenix WinPhlash

inPhlash

Copyright (=] Phoenis Technologies, Lid. 2000- 2002

phoenix-

technalogies

WinPhlash Operation
; ¢ BackupBIOS and Flazh BIOS with new settings Advanced Settings

(" Backup BIOS anly

BIOS Setting Locations
Specify backup file far existing BIOS:

|I:|i|:|s. bak Browse

Specify new BIOS file:

|2br2sfi1 wph Browse
WARMIMG : Wersion 1.4
Irmpraper uze of thiz program can cause pour Build &2
! E apztem to fail. Do not uge without proper instruction.

Flazh BIOS E =it Help

3. Select the procedure you want :
a. Backup BIOS and Flash BIOS with new settings
b. Backup BIOS Only
4. Specify the locations for backup and new BIOS files in BIOS Setting Locations.
a. Enter the name of the backup file for existing BIOS or click Browse to locate the file.
b. Enter the name of the new BIOS file or click Browse to locate the file.
5. Click Advanced Settings button to access the advanced settings
6. Click Flash BIOS button to start flash BIOS.
7. Wait for the operation to complete. WinPhlash may take one or two minutes to complete flash BIOS

operation.
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WinPhlash

hnologies, Ltd. 2000- 2002
Please do not interrupt the application before it

WinFPhlash Operation completes the following tasks:
f« Backup BI s e G, Sdvanced Settings |
G@ i~ Backup Bl

w &nalyze old and new BIOS compatibility,
w HRead old BIOE,
p Save old BIOS to backup file,

Flagh new BIOS,

BIOS Setting Locations
Specify backup file for exi

|I:|i|:|s.l:|ak e Browse
Writing file bios bak, ..

Specify new BIOS file: ARNNERRNNNNENRRNNNERNRNNEEENNED

|C:WDD|:uments and Seftirgorrrrore—=rerreoree e Browse

WARMIMG!H - “ersion 1.4

Improper use of this program can cause yaur Build &2

TE systern to fail, Do not use without proper
= instruction,

Flash BIOS Exit Help

8. After the completion, ‘System BIOS was successfully updated’ appears on the screen, then the
computer restarts.

9. After the restart, make sure the system BIOS is updated.

10. If your computer does not restart automatically, turn off your computer and then turn it back on by
pressing power button.
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B BIOS Release Process and Making Bootable CD

1. LGE(Korea) will send BIOS Image (*.iso) to each Service Centers when we have a new revision.
(Please refer to the BIOS Table (Document No. SBE-HA-01) for latest BIOS)

2. Service center will make Bootable Image CD with Image file(*.iso) as below

a. Insert empty disc to CD-RW Drive and start Nero Burning ROM.

é Internet @ Set Program Access and Defaults

Internet Explorer
W Windows Catalog
[ E-mail
o Cutlook Express “ ‘Windows Update
I Accessories »
A MEh
Games »
® ‘Windows Media Play @ LG Intelligent Update
@ Mero | M Mero OEM 4| @ Mero Cover Designer

JﬁWindows Messenger || (77 Startup » |} 1T Mero Toalkt ’

@ Internet Explorer ) User's Guides b
'@ Tour Windaws P w mEn @) Mero StartSmart

< | Files and Settings Tr @ Cutlack Express
Wizard

. Remote Assistance
® windows Media Player
3 ‘Windows Messenger

All Programs | | Windows Mavie Maker

74 start

b. Select Disc Image or Saved Project.

“% Nero Express

| m  What would you like to bum?
| ExPRESS 6 Data p!

Music >
@ VideosPictures 3 |

Copy Entire Disc

o F Digc Image or Saved Project

Record a dise from disc image previously burned anta the
hard drive.
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c. Select File Format as "Image Files(*.iso)".

Llolx

Nero Express

Lack in: | @ Desktop

@My Documents
{ i My Computer ’
- Pl |
My Recert @My Network Plagess s memreo oy

@l

Poeumenis CD-ROM [MP3) Campilation (% ni3] 4
— CD-ROM [whda] Compilation [* nng) |
[__ CD-ROM [AAC) Compilation [* nrd] L3
Audia CO Cornpilation [* nra)
Desklop Mixed Mode CD Compilation [*.nm]

CD EXTRA Compilation [*.nre]

Video CD Compilation [*.nrv]

Super Yideo CD Compilation [*.ned)]

DD Yidea Compilation [*.nrd)

miniD%0 Compilation [*.nmd]

CD-ROM [Boot) Compilation [*.nib)

CD-ROM (EFI Boot) Compilation [*.nrg] Ect

CD-ROM [Hybrid) Compilation [*.nrh]

CD-ROM [UDF) Campilation [*.nru) d onto th
- CO-ROM (UDFA50] Complation [*.rc) S

My Computer CD Image [*.rrg)

HFS CD Compilation [*.nhf]

All Mero compilations and Images

@ File: name: L=t hirg. CLie]

My Metwork | Files of type: &l Mero compilations and Images v | [ Cancel ]

@ @= J@w ]

My Documents

&

d. Open Image File(*.iso) which is sent from LGE

Nero Express

BEH

Look in: | @ Desktop

@My Docurnents
& My Computer » !

My Recent ‘aMy Network Places
Documents : o

s o

Desktop

@l

My Documents
Bct

g’ ed onto the
‘Q File name: |BI0s050217 vl [ open ]

My Metwork. | Files of ype: | Image Files [*.nrg;"isa;" cue) v | [ Cancel ]

| @
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n burning will be started

% Nero Express

Image recording

‘wiite a premastered image

Image file:

Destination drive:

‘witing speed:

Mumber of copies:

iE \Documents and SettingshehdiysDesklophBIOS050217 iz

| {

| @ E: HL-DT-5T Rw//DVD GCC-4243N  [CD-RARW] v|

| 244 (3600 KB/5)

lQ Back [

Buming Process

Flease wai...

Time Event

2

11:33:47 PM
11:33:47 PM
11:33:47 P

Caching of files stated
Caching of filez completed
Bum goce

Q00

17:40:20 P4

3% Nero Fxpress

4

Curent phage informatio -

1 J Burn process completed successfulky ak 24x (3,600 KB/s)

Pri oAl Hme
Wiiting at 24x (2,600 KB/s)

Recorder Action Buffer Level Recorder State
HL-DT-ST Rw/DVD GC... Idle Fieady

0 g Nem
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B BIOS/EC Flash Process

1. Insert Bootable CD in PC, and Turn it on, then PC will boot by DOS mode as below
(If the EC is not correct or old version, then automatically update EC first and reboot again)
2. Type in Mode Name at the “WIP ID :” then press Enter key (You must use Capital Letter)
(You can see the Model Name in ID Label at the bottom Case of PC: “M/N: LMXX-XXXX”")

3. Type in Serial No at the “WIP ID :” then press Enter key (You must use Capital Letter)
(You can see the Serial No in ID Label at the bottom Case of PC: “S/N: 412KIXXXXXXXX"(13digits))

SERIAL SERIAL SERIAL

sssEsssSsSSsS===========sSssssSsssssssss3

MIP 1D : 412KIFGZ10139_
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4. You can see the BIOS flash process as below

Phoenix Phlashi6 Utility Version 1.4. Build 57
Copyright (c) Phoenix Technologies Ltd., 2682

Performing the following function

J Load Image file (HUNTSF@6. IMC)
J Verify interface information
Backup system BIOS ROM
J Check flash memory type(s)
» Flash memory block: 8123
Save block
Restore block
Zero out block T
Erase block Jddd
Program block JdJd«
Verify block Jdd
Flash programming complete

S

Date, Time, Part Number: A1,24-85 11:17:16 U
lash part: SST49LF@BBA DevicelD: Sa Mfr.ID:
1 .4 DODA0OGA fram RIAAAA with 18888 bgth)b

5. After flashing is completed, you can see the “PASS” on your screen, and reboot your PC
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B BIOS Setup

BIOS (Basic Input and Output System) Setup saves the system configuration in CMOS RAM, and
check the configurations during startup. Use the BIOS Setup Utility to change and save the system

environment, hardware configurations, power saving mode, etc.

- Open the BIOS Setup Utility in the following situations :

1. to change the BIOS setup

2. to replace the backup battery

3. system configuration error occurs
4. to change the boot order

5. to set/change a password

Press the power button.

When the LG logo appears on the screen, press [F2 and enter the BIOS Setup Utility.
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B Using the keys
The keys used in the BIOS Setup Utility and their functions are described at the bottom.

: , + : General Help

Display the descriptions of the keys used in the setup utility.

' , : Select ltem

Navigate and select items in the setup utility. The selected item becomes highlighted.

’ , : Select Menu

Move to another menu.

: B / , : Change Values

Change the value of a selected item.

: : Load Default Configuration

Display Setup Confirmation window. Press Enter to load default configuration.

. : Select Sub-Menu

Some items have sub-menus. Display the sub-menu for a selected item.

: : Save and Exit

Display Setup Confirmation window. Press Enter to save and exit.

- : Exit

In a sub-menu, press Esc to move to the previous window. In Main menu, click Esc to move to Exit menu.
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H Main menu

System Time
Current time. Use <Tab>, <Shift-Tab>, or <Enter> keys to move around these fields. To change the
value, press <+> or <—> key.

System Date

Today date. Use <Tab>, <Shift-Tab>, or <Enter> keys to move around these fields. To change the value,
press <+> or <—> key. Set any date from year 1981 to 2079. It will automatically keep track of leap years.
The system date can also be set from the operating system.

Product Name
This shows the name of PC.

Processor Type
This shows the type of CPU.

Processor Spd
This shows the speed CPU.

BIOS Version
This shows the Version of BIOS.

KBC Version
This shows the Version of KBD firm ware.

uuID
This is for display only. This shows the UUID.

Pri Master
Enter its submenu by pressing <Enter>. In this submenu, it would show the device of Primary IDE Master
is HDD and its parameters.

Sec Slave
Enter its submenu by pressing <Enter>. In this submenu, it would show the device of Secondary IDE
Slave is optical drive and its parameters.

Total Memory
This is for display only. This shows size of system memory.
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B Advanced menu

Legacy USB Support
There are two options to this field: Enabled, and Disabled. This field allows you to enable or disable the
legacy USB support.

Boot-time Diagnostic Screen
Enables the Boot-time Diagnostic Screen.

Core Multi-Processing
Enables the Dual-Core technology.

Boot-time Diagnostic Screen
Enables the Boot-time Diagnostic Screen.

SATA Controller Mode
Set SATA (Serial ATA) Controller Mode.

AHCI Configuration
Enables the AHCI (Advanced Host Controller Interface).

Battery Charge Stop Percentage
Set Battery Charge Stop Percentage.

Fan Mode Control
Set Fan Mode Control.

Fn Key Setup
Set Sticky fn key function.

Wake On Lan
Enables Wake On Lan.

PCIE Device Wake Up
Enables Wake On PCIE device.

PXE/Remote Boot OPROM
Enables PXE/Remote Boot.

MEF Support
Control the MEF device in an ACPI environment.

SIO Control Sub-Menu
Control the configuration of various National 393 SIO devices.
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B Security menu

Supervisor Password Is
This shows the system’s supervisor password has been set, or not.

Set Supervisor Password
Set Supervisor Password.

User Password Is
This shows the system’s User Password has been set, or not.

Set User Password
Set User Password.

Password on boot
Enables Password on boot.

HDD Password Is
This shows the system’s HDD Password has been set, or not.

Set HDD Password
Set HDD Password.

B Boot menu
Boot menu enables you to set the boot order for the CD-ROM drive, Removable devices Hard drive, and
Network boot as shown below.
Boot Priority order / Excluded from boot order

Up and Down arrows select a device. <+> and <-> moves the device up or down. <f> and <r> specifies
the device fixed or removable.

<x> exclude or include the device to boot.
<Shift + 1> enables or disables a device.

<1 — 4> Loads default boot sequence.
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H Boot menu

Exit Saving Changes

Select Exit Saving Changes to save new setup information in CMOS RAM. CMOS RAM stores the
information using the backup battery; therefore, the information will not be lost when the computer is
turned off.

Exit Discarding Changes

Select Exit Discarding Changes to discard new setup information. If you made changes to items other
than date, time, and passwords, the Setup Warning asks you to save the new configurations. Select Yes
and press Enter to save the new configuration.

Load Setup Defaults

Select Load Setup Defaults to change the setup information to the factory default settings. If you select
Load Setup Defaults or press F9, Setup Confirmation asks you to confirm your selection. Press Yes to
load setup defaults.

Discard Changes
Discard change value.

Save Changes
Save change value.
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H Backup and Restore Security Platform Data

Security Platform Backup includes all data required in case of emergency. After a hardware or storage
media failure or a Trusted Platform Module failure, Security Platform Restoration reestablishes access to
Security Platform Features for all users.

In addition you can backup and restore your Personal Secure Drive data. Data from other applications
using the Security Platform Solution (e.g. Secure e-mail) is not included in Security Platform backup.

l Backup scope

Security Platform backup comprises the following data:

Security Platform Credentials and Settings

Backup Contents A copy of the user-specific credentials and settings which are stored on the

Purpose

Archives

Emergency Recovery

Security Platform.

Restoration of user-specific credentials and settings after a hardware or

storage media failure.
Otherwise users could not access Security Platform Features anymore
and user data would be lost.

Automatically written Backup Archive ("System Backup Archive",
e.g. file SPSystemBackup.xml and folder SPSystemBackup): Set up by
Security Platform Administrator. Contains credentials and settings of all
Security Platform Users (for one or multiple Security Platform
computers). Also contains computer identification and user
identification, which are used to match computers and users during the
restoration process.

Manually written Backup Archive (e.g. SPBackupArchive.xml);
Created by Security Platform User. Contains credentials and settings of
one Security Platform User (for one Security Platform computer). Also
contains computer identification and user identification, which are used
to match computer and user during the restoration process.

Backup Contents All Security Platform Basic User Keys, encrypted specifically for Emergency
Recovery.
Purpose Re-encryption of all Basic User Keys after a Trusted Platform Module failure.

Archives

In this case a new Security Platform has to be set up and a new owner
key is created. Emergency Recovery allows the re-encryption of Basic

User Keys from the old owner key to the new one.

Otherwise users could not access Security Platform Features anymore

and user data would be lost.

Emergency Recovery data is included in automatically written
Backup Archives.

Emergency Recovery Token (e.g. SPEmRecToken.xml): Created by
Security Platform Administrator. Protected with a dedicated password.
Is required for a restoration of Emergency Recovery data.
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Personal Secure Drive
Backup Contents A copy of the PSD encrypted data and configuration settings.

Purpose Restoration of PSD encrypted data and configuration settings after a
hardware or storage media failure.
Otherwise users could not decrypt their PSD data anymore.

Notes:

c In contrast to the PSD Backup, standard hard disk backup tools
produce unencrypted backups.

C Lost PSD credentials can only be restored via Personal Secure Drive
Recovery.

Archives

c PSD configuration settings are included in both automatically
written Backup Archives and manually written Backup Archives.

c PSD backup file (e.g. SpPSDBackup.fsb): A backup copy of the PSD
image file may be created during a Security Platform User's manual
backup.

B Restoration Cases

Depending on the type of emergency there are different restoration cases

Restoration Case Affected Restoration Scope

Broken hard disk or lost data Security Platform Credentials and Settings, Personal
Secure Drive

New Trusted Platform Module Emergency Recovery

New Security Platform to be initialized Emergency Recovery, Security Platform Credentials

and Settings, Personal Secure Drive
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l How to Backup and Restore

How to configure automatic backups Software Component to use

("System Backup")

Administrative Task: Configure automatic If Security Platform is not yet initialized:

backups for all users (including Security Initialization Wizard

Platform Credentials and Settings, If Security Platform is already initialized: Settings
Emergency Recovery and PSD configuration Tool - Backup - Configure...

settings).

How to backup ("Manual Backup") Software Component to use

User Task: Run backup manually for the Settings Tool - Backup - Backup...

current user.

How to restore

Software Component to use

Administrative Task: Prepare restoration for Settings Tool - Backup - Restore...

certain users.

User Task: Run restoration manually for
current user. If restoration has been
prepared for current user, then complete the

restoration.

If a manually written Backup Archive is
available and no Emergency Recovery data
needs to be restored, then a user can
perform restoration without preparation by

an administrator.

l Backup

With this page you can configure automatic Security Platform backups.

The following table gives hints on how to use this wizard page.

Wizard Page Element

Backup location:
Browse...

Schedule...

Explanation

Security Platform credentials and settings will be regularly saved to a
Backup Archive.

Type in path and file name or browse for it. An automatically written
Backup Archive consisting of an XML file and a folder with the same name
will be created, e.g. file SPSystemBackup.xml gnd folder SPSystemBackup,
Please use the extension *.xml.

A scheduled backup will be created.

Click here to view and modify the backup scheduling.

Please note that automatic backups are only executed if your PC is not
shut down at the scheduled time.

Please note that the user account chosen for the scheduled backup must
be member of the group "Administrators" or "Backup Operators".
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M Infineon Platform Security Backup

With this page you can backup and restore Security Platform credentials, Security Platform settings and
Personal Secure Drives.
If Enhanced Authentication is enabled, you can also create backups of your authentication device.

Availability of page: This page is only available on an initialized Security Platform, if one of
the following conditions is fulfilled:

*The current user has administrative rights.
*The current user is an initialized Security Platform User, and the policy Allow User Enrollment
is enabled.

Buttons:

*Buttons for administrative tasks are disabled for users without administrative rights.
*Buttons are disabled, if corresponding functions are not available in a certain Security Platform
state.

The following table describes all backup and restore functions.

Explanation

Click here to set up automatic Security Platform backups.
Infineon Security Platform Initialization Wizard will be started.
This feature is only available, if the current user account has administrative rights.

Click here to start a manual backup of your Security Platform Settings and credentials. If you have
configured Personal Secure Drive (PSD), you can backup your PSD too.

The Infineon Security Platform Backup Wizard will be started.

This button is disabled, if the Infineon Security Platform is disabled, not yet set up or the user is not
set up.

Click here to start a manual restore of archived Security Platform Settings and credentials. If you
have a backup of your Personal Secure Drive (PSD), you can restore your PSD too.

The restore part of the Infineon Security Platform Backup Wizard will be started.

This button is disabled, if the Infineon Security Platform is disabled or not yet set up.

Click here to create a backup authentication device.
This feature is only available, if Enhanced Authentication is enabled.
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Chapter 4. Symptom-to-part index

The symptom-to-part index in this section lists symptoms and errors and their possible causes.

The most likely cause is listed first.

Note

If replacing a part (FRU) does not solve the problem, put the original part back in the computer.

Do not replace a non-defective FRU.

B Power system checkout
- To verify a symptom, do the following :
. Power off the computer.
. Remove the battery pack.
. Connect the AC adapter.
. Check that power is supplied when you power on the computer.
. Power off the computer.

. Disconnect the AC adapter and install the charged battery pack.

N OO o b~ WDN -

. Check that the battery pack supplies power when you power on the computer.

- If you suspect a power problem, see the appropriate one of the following power supply checkouts :
1. Checking the AC adapter
2. Checking the operational charging
3. Checking the battery pack
4. Checking the backup battery

- Checking the AC adapter

If the power-on indicator does not turn on, check the power cord of the AC adapter for correct continuity

and installation.

If the computer does not charge during operation, go to “Checking operational charging.”
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To check the AC adapter, do the following :

1. Unplug the AC adapter cable from the computer.
2. Measure the output voltage at the plug of the
AC adapter cable. See the following figure :

3. If the voltage is not correct, remove the power code

form AC adapter.

4. 10 seconds later, connect the power code, then measure the output voltage.

5. If the voltage is not correct, change the AC adapter.
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- If the voltage is not correct, replace the AC adapter.

- If the voltage is acceptable, do the following :
1. Replace the system board.

2. If the problem persists, check the AC adapter whether it is correct product or not.

Note

Noise from the AC adapter does not always indicate a defect.

- Checking operational charging
1. To check whether the battery charges properly during operation, use a discharged battery pack or a
battery pack that has less than 50% of the total power remaining when installed in the computer.
Perform operational charging. If the battery status indicator or icon does not turn on, remove the battery
does not turn on, replace the battery pack.
2. If the charge indicator still does not turn on, replace the system board.

Then reinstall the battery pack.

Note

Do not charge battery pack, when its temperature is below 0°C or above 75C.

- Checking the battery pack
1. Open the Power Meter window by clicking Start —Control Panel — Power Options and then;
check the total power remains. Battery charging does not start until the power Meter shows that less
than 95% of the total power remains; under this condition the battery pack can charge to 100% of its
capacity. This protects the battery pack from being overcharged or from having a shortened life.
2. To check the status of your batter, move your cursor to the Power Meter icon in the icon tray of the
Windows taskbar and wait for a moment (but do not click), and the percentage of battery power

remaining is displayed. To get detailed information about the battery, double-click the Power Meter icon.

Note
If the battery pack becomes hot, it may not be able to charge. Remove it from the computer and

Leave it at room temperature for a while. After it cools down, reinstall and recharge it.
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- The Characteristics of the battery pack
1. Self-discharge
The battery gradually loses its power over time without ever being used.
2. Periodic full discharge / charge
Frequent recharge of the battery pack can reduce the capacity of the battery pack. When this happens,
you can perform the full discharge / charge to improve the capacity. You should perform periodic full
discharge /charge once every 30~60 days.
You should always use the battery until its power is low; then fully charge the battery.
3. Trickle charge
If the temperature of the battery pack drops below 10°C , the trickle charging begins.
The trickle charging may take 32 hours for the battery pack to be fully charged.
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- To check the battery pack, do the following :
1. Power off the computer.

2. Remove the battery pack and measure the voltage between battery terminals 1(-) and 5(+).

See the following figure :

Terminal Voltage (V dc)
o ¢ mt: =Vl 1 Ground(-)
=i
| \ JEE
et 5 +0V ~ +12.6V
(6 cell)

3. If the voltage is still less than +11.1 VV DC after recharging, replace the battery.

4. If the voltage is more than +11.1 V DC, measure the resistance between battery terminals 1 and 2.
The resistance must be 2 to 4kQ (typically 3kQ ).

5. If the resistance is not correct, replace the battery pack. If the resistance is correct, replace the system

board.

Note

Charging will take at least 3 hours.

Note

Battery is an expendable supplier, so its capacity and used time can be reduced by using the computer.
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B Numeric error codes

Symptom / Error

FRU or action, in sequence

0200
Fixed disk failure
(The hard disk is not working)

1.Reset the hard-disk drive.

2.Load Setup Defaults in BIOS Setup Utility.
3.Hard-disk drive.

4.System board.

0210
Stuck Key error

1.Check the keyboard if it is pressed.
2.Replace the keyboard.

0211
Keyboard error

Run interactive tests of the keyboard and the auxiliary
input device.

0212
Keyboard Controller Failed

System board.

0220
Monitor type error - Monitor type does not
match the one specified in CMOS.

Load Setup Defaults in BIOS Setup Utility.

Extended RAM error - Extended RAM Failed
at address line

0230 1.DIMM
System RAM error - System RAM Failed at 2.System board
offset.

0231 System board
Shadow RAM error - Shadow RAM failed at

offset

0232 1. DIMM

2. System board

0250
System battery error — System battery is dead

Replace the backup battery and run BIOS Setup Utility
to reset the time and date.
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Symptom / Error

FRU or action, in sequence

0251

System CMOS checksum bad

— System CMOS checksum is not correct.
— Default configuration used.

Replace the backup battery and run BIOS Setup Utility

to reset the time and date.

0252
Password checksum bad — The password is
cleared.

Reset the password by running BIOS Setup Utility.

0260
System timer error

1. Replace the backup battery and run BIOS
Setup Utility to reset the time and date.
2. System board.

0271
Check date and time settings — Date and time
error.

Run BIOS Setup Utility to reset the time and date.

0280
Previous boot incomplete
- Default configuration used

1. Load “Setup Default” in BIOS Setup Utility.
2. DIMM.
3. System board.

0281: Memory Size found by POST differed
from EISA CMOS

Load Setup Defaults in BIOS Setup Utility.

02B0
Diskette drive A error

Set up the diskette type in BIOS Setup Utility.

02B1 Set up the diskette type in BIOS Setup Utility.
Diskette drive B error
02B2 1. Floppy diskette drive.
Incorrect drive A type — Floppy diskette drive 2. External FDD cable.
error 3. I/O card.
02B3 1. Floppy diskette drive.
Incorrect Drive B type 2. External FDD cable.
3. I/O card.

02D0
System cache error — Cache disabled
(RAM cache failed and BIOS disabled)

—_

. Load “Setup Default” in BIOS Setup Utility.
. System board.

02F4
EISA CMOS not writable

. Load “Setup Default” in BIOS Setup Utility.
. Replace the backup battery.
. System board.

WN -~

02F5
DMA test failed

—_

. DIMM
. System board

02F6
Software NMI failed

—

. DIMM
. System board
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